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1, DETAIL TO BE USED IN CONJUNCTION WITH TESLA
GENERAL REQUIREMENTS, APPLICATION METHIDS

AND APPROVED DETAILS.

2. A ROOF PITCH OF 542 IS ILLUSTRATED.

3. DETAIL ROLL EXTENDS 1" DOWN THE FACE OF THE FASCIA.
4, FIELD UNDERLAYMENT OVERLAPS ONTO DRIP EDGE. ALIGN
UNDERLAYMENT ONTO THE NOTCH INDICATED ON THE DRIP
EDGE, WHICH IS 1-INCH FROM THE EDGE.

9. GUTTER STYLE AND PLACEMENT ARE BEYOND THE SCOPE
OF DESIGN FOR SOLAR ROOF. GUTTER SYSTEM AND ITS
DRAINAGE CAPACITY IS RODF PITCH DEPENDENT. RECOMMEND
EXTENDING DRIP EDGE 2* MIN. INTO GUTTER

6, FASTENING REQUIREMENTS FOR HIGH WIND ENVIRONMENT
WITH WIND SPEED BETWEEN 121-180 MPH ARE DIFFERENT
THAN STANDARD APPLICATION. REFER TO SOLAR ROOF
INSTALLATION MANUAL- FASTENING SCHEDULE.
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THIS DRAWING IS AN INSTRUMENT [F SERVICE AND IS PROVIDED FOR INFORMATIONAL USE ONLY.
USAGE OF THIS DRAVING IS GOVERNED BY THE TERMS OF SERVICE FIR TESLA IETAIL
PLEASE CINSULT THESE TERMS [F SERVICE PRIDR TO UTILIZING THIS DRAVING,

THIS DRAVING IS NOT TO BE USED OR RELIED UPON BY ANYDNE AS A SUBSTITUTE
FOR PROFESSIONAL ENGINEERING DESIGN AND DOCUMENTATIIN REQUIRED BY
BUILDING CODE, CONTRACT, OR APPLICABLE LAV.
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